QUARTZ CUCKOO CLOCK INSTRUCTIONS

To Set The Time And Cuckoo Sound (Melody)

1. Remove back cover & packing materials as
Fig. 1.
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2. Before inserting the battery, set the time at 5:50

am by turning the minute hand CLOCKWISE
with fingers as Fig. 2.

/N Please do not turn hour hand with fingers
or it will cause malfunction of the clock.

3. Insert the battery according to (+) and (-)
marking in the battery compartment.

4. Press(Q) RESET button

5. Turn the minute hand CLOCKWISE to set the
correct time. During time setting, cuckoo
sound would start continuously when minute
hand passes 12 o'clock position. Itis a normal
phenomenon.

6. To hang the clock
Hang the clock vertically on the wall by using a
strong hook or screw as Fig. 3. Itis important
for the hook or screw to be installed firmly in
the wall to avoid the clock from dropping.
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7. Put the decoration weights and hang the
pendulum on the pendulum rod as Fig. 4.
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To demonstrate the hourly sound

@ Light Sensor
It detects the light and activates melody
function when light is on. On the contrary, the
melody will be automatically shut off when
light is off.

(O RESET

<IMPORTANT>

@ SET
This is for technical use and please do not touch
after you insert the battery.

Note: This drawing shows basic structure only.
Actual shape and location of each part may
differ model by model.

Care:

1. Please do not place the clock in the following
places:

a) In extreme hard temperature or humidity
b) Nearby strong vibration
¢) In the dusty place

2. Please do not dismantle the clock movement.

3. Please do not clean the clock case by using
paint thinner or other chemical materials.
Neutral soap or cleanser as cleaning liquid is
recommended.

4. Please change exhausted battery immediately
to avoid leakage & damage to the product. For
models with “ALKALINE” marking in the
battery compartment, alkaline battery is
preferred. The life of manganese battery is
approximately 50% shorter than that of alkaline
battery.

5. In case the chime or melody stops or distorts,
take out the battery and reset the clock again.
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MANUAL DE INSTRUCCIONES RELOJ CUCKOO

Ajuste de hora y sonido (melodia)
1. Quitar la tapa trasera y material de embalaje asi
Fig. 1.
£ Material de Embalaje
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2. Antes de inserter la pila ajustar la hora a las 5:50
am, girando el minutero con los dedos en
direccion de las agujas de reloj.

/\ Por favor, no girar la manecilla de la hora

con los dedos o causara un mal funcionamiento
del reloj.

Fig.2

3. Insertar la'pila segun los signos (+) 6 (-)
marcados en el compartimento de pilas.

4. Presione el botdn (©) de reseteo.

5. Girar el minutero en direccién de las agujas del
reloj. Al ajustar la hora, el sonido del cuco
sonara continuamente cuando el minutero pasa
de la posicion de 12h. Es un fenémeno normal.

6. Para colgar el reloj
Colgar el reloj verticalmente en la pared
utilizando un tornillo 6 alcayata como en Fig.3.
Es importante colocar el tornillo 6 alcayata en la
pared con firmeza para evitar que el reloj se
caiga. Pared d
ared dura o
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Fig.3

7. Colocar las pesas decorativas y colgar el
péndulo en la barra destinada a ello.
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Demostracion del sonido horario
@ Sensor de Luz

Detecta la luz y activa la funcién de melodia
cuando la luz esté encendida. Por el contrario,
la melodia se apagara automaticamente
cuando la luz esté apagada.

@ Reseteo

<IMPORTANTE>

(@ AJUSTE
Esto es para uso técnico. No tocar después de
insertar la pila.

Nota: Este dibujo muestra solamente la
estructura bdsica. La forma actual y la
localizacion de cada parte puede variar
segun el modelo.

Cuidado del reloj:

1. Por favor, no colocar el reloj en los siguientes
lugares:

a) Zonas con temperaturas elevadas 6 de
humedad

b) Zonas de vibraciones fuertes

¢) En lugares con mucho polvo

2. Por favor, no desmontar el reloj

3. Por favor no limpiar el reloj con disolvente de
pintura U otros materiales quimicos.

4. Jabon neutro 6 liquido limpiador es lo
recomendable.

5. Por favor, cambiar la pila agotada inmediata-
mente para evitar filtrajes o deterioros del
producto. Para modelos con la marca
“ALKALINE" en el compartimento de pilas, es
preferente utilizarpilas alcalinas. La vida atil de
de pilas de magnesio es aproximadamente
un 50% inferior a las pilas alcalinas.
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